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INNER/FLYSHEET COMBINED PITCHING





Inner and flysheet can remain attached when pitching or packing.  However, in humid or very wet weather, the underside of the flysheet may become laden with condensation.  If this occurs, it may be advisable to detach the inner and pack it separately.  When pitched, the inner will repel moisture from the outer but when inner and flysheet are in contact under pressure (i.e. when packing) inner may become damp.





TENT ERECTION INSTRUCTIONS





FLYSHEET FIRST/OR COMBINED PITCHING





Assemble pole arrangement (single pole system) (A).


Open flysheet on ground (check tension bands) and position in desired direction.


Locate pole sleeve (inside flysheet) and insert pole through sleeve.


Insert one pole end into eyelet on pole anchor tape (A).


Push pole into shape from other end and locate pole end into eyelet on tape.


Peg out one end of tent at each corner.


Pull opposite end of flysheet until tent takes shape, pull taut and peg down.


Peg down pole anchor tapes and remaining flysheet pegging points.


Attach guylines and peg down.
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TBS MICRO 150





INNER TENT





Open out inner tent inside flysheet and position so that  the doorways correspond.


Attach groundsheet by clipping elasticated plastic hooks to plastic rings on inside of anchor straps.


Suspend inner by attaching plastic hooks on outside of inner to corresponding plastic rings on inside of flysheet.


Connect tension bands (through inner) and pull taut.








TENSION BAND SYSTEM (TBS)





This provides additional stability to your tent.  To avoid undue strain on poles and material when pitching, loosen tension bands before dismantling your tent.





When separating inner and flysheet, disconnect tension bands by unclipping buckles and pulling bands out from inner tent.
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IF YOU HAVE ANY PROBLEMS PLEASE CONTACT YOUR LOCAL RETAILER or

Vango (Scotland) Ltd., Kelburn Business Park, Port Glasgow, Scotland. PA14 6TD.

TEL: 01475 744122     FAX: 01475 742333      E-Mail: sales@vango.co.uk


